
PRECISION pH & ORP Sensors

The PRECISION sensor series features our unique compact 
reference system that provides outstanding performance 
in light-dut y applic ations. With a wide variet y of reference  
materials to choose from, we can customise the per formance 
specific ally for your applic ation, resulting in an economic al, 
high-per formance sensor. It features our TOUGH glass for 
excellent break resist ance and measurement st abilit y. 

Features
•	 Digital Smart Sensor Technology
•	 Compact, economical junction design
•	 Select performance materials
•	 TOUGH break resistant glass
•	 High precision & durability for light duty applications

Sensor output types
•	 Direct Modbus RTU Output (DSS)
•	 Proprietary Digital RS485 (PD)

Installation types
•	 Immersion & Fully Submersible
•	 1/2" Inline Thread, 3/4" Inline Thread

®

PRECISION  
Fully Submersible
pH & ORP Sensor   

The PRECISION pH & ORP sensor series is  
highly accurate and durable for light-duty  
applications like tailing dams, wastewater & 
food and beverage processing.



®

Turtle Tough's PRECISION sensor series is highly accurate 
and durable for light-dut y applic ations. By Utilising our 
market-leading technology in a compact footprint, they are 
economic al while s till ret aining our superior per formance 
charac teris tic s. 

This series has a highly responsive solid-state reference 
combined with our tough industrial glass, making this  
sensor ex tremely effec tive when glass or lab-grade  
elec trodes suffer breakages, drift or unsust ainable cleaning 
and calibration schedules. It is an excellent sensor choice 
for industrial applic ations that do not require the per for-
mance of the Tough and Ultra Tough series sensors, often 
used in t ailings dams, wastewater and food and beverage 
processing.

Customise for your process
Our PRECISION pH and ORP sensors are available with the 
following options that allow you to configure the sensor for 
your applic ation: 

•	 ¾” x ¾” MNPT, Ryton body
•	 6m C able leng th (12m & 24m optional)
•	 Temperature compensation 

Smart Sensor Technology
Smar t Sensors have revolutionised the way our customers  
manage and maint ain sensors. Unlike most other smar t  
sensors, Tur tle Tough provide you with the option of a  
propriet y digit al signal or an open-source Modbus RTU  
signal that is universally accepted. The sensor connec t s 
direc tly to your industrial net work without the need 
for propriet ar y hardware. Tur tle Tough also provide 
state-of-the-art analysers and controllers should you  
require a sophis tic ated turnkey control solution. 

Smar t sensors have the added benefit of storing a det ailed 
per formance histor y and diagnos tic s on-board enabling 
superior sensor management . Sensors c an be cleaned and 
c alibrated offline to facilit ate a hot-swapping maintenance 
regime. Need to know more about hot-swapping? Ask our 
team.

PRECISION pH & ORP Series

PRECISION Sensors Series

TURTLETOUGH

https://www.turtletoughsensors.com/industry-articles/hot-swap-sensor-maintenance
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Sensor Customisation 
PRECISION pH & ORP Sensor Series

Output types (C h o os e o n e o nl y)

Code Technology Output Description

DSS Direct Modbus RTU Output
SMART Sensors with DSS output provide a feature rich open source Modbus RTU output  
direc tly from the sensor. T his enables the sensor to inter f ace direc tly with a PLC or 
compatible dat a acquisition device. Compatible with ALL " DSS" designated hardwired. 

PD Proprietary Digital RS485 SMART Sensors with PD output provide a closed source propriet ar y digit al signal to connec t 
with dedicated Tur tle Tough hardware.  Compatible with ALL "PD" designated hardware. 

Sensor installation types (C h o os e o n e o nl y)

Code Installation Type Description

INL Inline Thread Inline Sensor : R y ton  3/4" front inline thread. Low fouling sensor tip, NO guard tip, TC in 
sensor body.

IMR Immersion Immersion Sensor : R y ton  3/4"x3/4" body, guard tip, TC in sensor body. 

SUB Fully Submersible Submersible Sensor : R y ton  3/4"x3/4"  body with Backend Waterproofing for a fully  
submersible waterproof assembly, guard tip, TC in sensor body. 

Reference (C h o os e o n e o nl y)

Code Reference Type Description

HDPE HDPE Reference Double junc tion compac t HDPE reference. Temp range up to 70 °C

PP Polypropylene Reference Double junc tion compac t Polypropylene reference. Increases chemic al resis t ance and 
temp range up to 105°C .

KYNAR KYNAR Reference Double junc tion compac t K YNAR reference.  Increases chemic al resis t ance and temp 
range up to 105°C (125°C optional).  K YNAR permit s high resis t ance options, see blow.

Options 
PRECISION sensors c an be cus tomised to suit your applic ation. Your Tur tle Tough represent ative will assis t you in determining what  
upgrades might be necess ar y from the base sensor specific ation. T he following lis t provides a description of the available upgrades and 
how they might benefit your applic ation. Some options may incurr additional charges. 

Code Features Description

UTG Ultra Tough Glass Ultra Tough break resistant glass. For applications with high velocity solids or abrasives.  
Required for applications that require physically harsh or aggressive cleaning techniques. 

SR Sodium Resistant Ultra Tough break resistant glass. For applications with high velocity solids or abrasives. 
Required for applications that require physically harsh or aggressive cleaning techniques.

CPV Cable Protection 4m of vinyl tubing enc apsulates the sensor c abling for added protec tion from harsh  
environment s or s train relief on c able. Max temp 6 0 °C .

12m 12m Cable Increase the standard cable length from 6m to 12m

24m 24m Cable Increase the standard cable length from 6m to 24m

Continues next page
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output custom featuressensor name

PRECISION-pH-DSS-IMR-      -      -      -      

measurement type installation type

®

Sensor Customisation 
PRECISION pH & ORP Sensor Series

Options when upgrading to KYNAR Reference

Code Features Description

TJ Triple Junction Triple junction add another layer of junction protection to the standard double junction sensor. 

HT High Temperature For high temperature up to 125°C . for fully submersible sensor and 135°C . for inline sensors. 
Adds additional resis t ance to the reference s ys tem to prevent it from premature damage.

DR Dehydration Resistant A modified reference that is capable of being left dr y for long periods of time and only having 
intermittent periods of wetness.  Min conduc tivit y required 10 0 0 uS/cm.

OM Organic Media Resistant Adds Teflon silicon sealant plus an organic media resis t ant junc tion

To order add the codes of the features you want to add to your sensor to suit your applic ation:



Sensor name PRECISION

Measuring  type pH ORP

Sensor installation types

Inline Sensor : R y ton 3/4" front inline thread. 
Low fouling sensor tip, NO guard tip, TC in the sensor body. (INL )

Immersion Sensor : R y ton 3/4"x 3/4" body, guard tip, TC in the sensor body.  (IMR )

Submersible Sensor : R y ton  3/4"x3/4"  body with Backend Waterproofing for a fully submersible  
waterproof assembly, guard tip, TC in the sensor body. (SUB)

Output types

DSS Direct Smart Sensor Technology (DSS). 
Open-source digital signal output compatible with devices that accept a Modbus RTU signal*.

PD Proprietary Digital technology RS485 (PD).  
Closed source digital signal output compatible only with select Turtle Tough Analysers*.

Pressure Immersion Sensor rating 100 psi. (690 kPa)

Temperature range -5°C to 75°C

Junction material Kynar (Poly-Vinylidene-Fluoride), HDPE (High-Density Polyethylene)

Cable length 6m (12m & 24m optional)

Temperature compensation Pt1000

Connection Quick Connect Plug - 4PIN (NEMA 6P)

pH/ORP range 0 to 14 pH ±1000 mV Absolute  
Optional, wide range ±2,000 mV Absolute

Measuring element type Propriet ar y Tough Glass Platinum ball in low profile configuration

Element dimensions 8 .0 mm (0. 315”) Diameter 5.0mm (0.197”) Diameter

Initial impedance <8 0 0 M Ohms @ 25°C N/A

Sodium ion error < 0.15 pH in saturated Na⁺ solutions at pH 14.00 N/A

Acidic errors < 0.05 pH in HCl solutions at 0.0 0 pH N/A

Reference type Double Junc tion

Reference half cell A g /A g Cl, s aturated KCl

Primary junction Porous Ceramic, Saturated KCl in Cross-linked polymer, inter f aced to secondar y junc tion

Secondary junction Solid-state non-porous cross-linked polymer embedded in Kynar support matrix holds excess  
KCl assuring s aturation at all temps for s t abilit y and long sensor ser vice life

Special features Acid/Fluoride, A mmonia, Chlorine and Sulphide Gas Resis t ant

Storage Keep at room temperature with closed protector cap, filled with storage solution in an upright position

Warranty 12 month conditional warranty. Go to turtletoughsensors.com/support/warranty-returns

turtletoughsensors.com

*For compatibility, please consult with your Turtle Tough representative
** Please note that for most installations, the mating hardware is the limiting factor for the maximum pressure allowance with consideration also being given to operator safety. 
Note: This specification is subject to variation as per any options applied. Each option indicates how it will alter or impact upon the standard specification.  
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Specifications 
PRECISION pH & ORP Sensor Series
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3/4" - 14 NPT

COMPACT
HDPE JUNCTION

Hemispherical pH Glass 
Sensing Element

1. All dimensions are in inches, unless otherwise indicated with tolerances as detailed below!
2. Sensor body material of construction is CPVC standard or RYTON when Alpha PreÞx "PPS" is invoked!
3. Drawing shown in the standard without protective tines conÞguration used for inline installations.!
4. Protective tines option is not available for 2X12 series pH/ORP sensors.  These sensors are intended!

for inline type installations only.  The recommended line size is a standard 3/4" FNPT pipe tee.!
5. The rear 3/4" MNPT threads are only intended for !

sealing the back of cable with 3/4" conduit.!
6. Use alternate sensor models available with protective!

 tines option for immersion or submersion use.!
7. Do not use any sensor beyond the factory deÞned!

 maximum temperature or pressure rating. 6-9 pH SENSORSINLINE

NOTES

3/4" MNPT Inline Installation Styles Only

7.10

Knurled Section
Max 1.12" Diameter 3/4" - 14 NPT

Ø .725

Ø 1.0500.6 3.50

6.00

2X12 ONLY

Ry ton  3/4" front inline thread. Low fouling sensor tip, NO guard tip, TC in sensor body.

turtletoughsensors.com

PRECISION Inline thread pH/ORP Sensor
Order code: INL

PRECISION Fully Submersible pH/ORP Sensor
Order code: SUB 

Installation types
PRECISION pH & ORP Sensor Series

TC

Ry ton  3/4"x3/4"  body with Backend Waterproofing for a fully submersible waterproof assembly, guard tip,  
TC in sensor body. 

Ry ton  3/4"x3/4"  body. TC in sensor body. 

REVISION HISTORY

APPROVEDDATEDESCRIPTIONREV

1

1

2

2

3

3

A A

B B

TOLERANCES

Angular: ±

3 Places: ±

2 Places: ± 4 Places: ±

1 Place:   ±

0.25°

.1 .005

.01 .0005

TITLE

SIZE PROJECT

SCALE MODEL

DRAWING NO.

SHEET

REV

OF

DRAWN BY

CHECKED BY

APPROVED BY
B /

1 1

RH

MJP

TADP

Not to Scale

Advanced Sensor Technologies U.S.A. 
Website: http://www.astisensor.com

1. All dimensions are in inches, unless otherwise indicated with tolerances as detailed below!
2. Sensor body material of construction is CPVC (6X13/6X12), RADEL (6X32), PEEK (6X42), RYTON (6X53/6X54)!
3. Drawing shown in the standard with protective tines conÞguration (4 places, 90 degrees apart).!

The 2 protective tines only "GRO" conÞguration (2 places, 180 degrees apart) is optional.!
4. In the alternate without tines conÞguration ("NG") the sensor body is exactly 7.5 inches in length.!

The max displacement for ORP sensing element is!
 0.1" yielding a max insertion depth of 1.6 inches!
 past threads & overall max length of 7.6 inches.!

5. Do not use any sensor beyond the factory deÞned!
 maximum temperature or pressure rating. 6-5-Pt Low-Profile ORP

6X32,6X42,6X53,6X54

IMMERSION

NOTES

3/4"-3/4" MNPT Inline / Immersion / Submersible

8.00

Knurled Section
Max 1.12" Diameter 3/4" - 14 NPT3/4" - 14 NPT

2.00Ø .725 Ø 1.050
1.50

3.50

6.00

Hemisp herical pH Glass 
sensing Sensing Element

PRECISION Immersion pH/ORP Sensor
Order code: IMR
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1. All dimensions are in inches, unless otherwise indicated with tolerances as detailed below!
2. Sensor body material of construction is CPVC (6X13/6X12), RADEL (6X32), PEEK (6X42), RYTON (6X53/6X54)!
3. Drawing shown in the standard with protective tines conÞguration (4 places, 90 degrees apart).!

The 2 protective tines only "GRO" conÞguration (2 places, 180 degrees apart) is optional.!
4. In the alternate without tines conÞguration ("NG") the sensor body is exactly 7.5 inches in length.!

The max displacement for ORP sensing element is!
 0.1" yielding a max insertion depth of 1.6 inches!
 past threads & overall max length of 7.6 inches.!

5. Do not use any sensor beyond the factory deÞned!
 maximum temperature or pressure rating. 6-5-Pt Low-Profile ORP

6X32,6X42,6X53,6X54

IMMERSION

NOTES

3/4"-3/4" MNPT Inline / Immersion / Submersible

8.00

Knurled Section
Max 1.12" Diameter 3/4" - 14 NPT3/4" - 14 NPT

2.00Ø .725 Ø 1.050
1.50

3.50

6.00

Hemisp herical pH Glass 
sensing Sensing Element TC

TC

TURTLETOUGH
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Front-end Inline

All standard immersion type sensors 
have a 3/4" front-end thread that c an  
interface directly with the process.

Example of Turtle Tough's PRECISION CPVC 
sensor with a rear-end thread, used with a rod 
for easy handling and control in your process.

3/4" back-end thread

TURTLETOUGH

RYTON Body

Illustrations are installation suggestions only. Please contact your Turtle Tough representative for a quote.

®

Installation Hardware 
Front-end inline 

TURTLETOUGH

TURTLETOUGH
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3m Immersion Rod
Code: TT-ACC-UNI-IROD-SS-3M

The 3-metre stainless steel immersion 
rod allows easy access from the top of 
tanks direct into critical measurement 
locations. The unique design allows the 
immersion rod to be held in place with-
out any bolts, screws or fittings allowing 
for instant insertion and retrieval from 
the tank without any tools. 

Features: 
•	 Allows sensor installation from the 

top of a tank
•	 316 Stainless steel
•	 3 metres long
•	 Supplied as 2 pieces of 1.5m length 

a) Rod top section 
b) Rod bottom section

•	 Comes with:  
Tank holder assembly  
Female fittings for sensor attachment 
Mounting plate for Junction Box* 
and cable gland

Installation

Options: Threaded fittings for joining  
sections of immersion rod can be ordered 
by special request when welding facilities 
are not available.

C. Tank holder assembly

Insert the bottom part into the upper 
length and weld. The lower section 
can be cut to any length to shorten 
the immersion rod.

The Plate holder for the junction box 
is standard. Junction box, not included. 
Sold separately

The side slot must be in the upper  
position and facing outward to the 
tank.

To start the installation, weld the 
tank holder assembly to any tank  
structure, typically a guardrail at the 
tank perimeter or walkway. 

Female socket  
in the upper section

Prong like fingers from  
the top of the rod slip into 
the receiving part on the 

tank holder

Immersion Rod Parts

Part A Immersion Rod Top x 1  316SS 20NB Sch 40 Pipe 1500mm long

Part B Immersion Rod Bottom x 1 316SS 20NB Sch 40 Pipe 1500mm long with  
1” MNPT socket at the bottom for sensor install.

Part C Tank Holder Assembly x 1 316 SS 38mm x 38mm SHS – 900mm in length 
with a slot cut out on one side.

Guard Rail Clamp (Optional) Galvanised Clamp for Immersion rod retrieval

Junction Box (Optional) Single Junction box for mounting at the top

A. Rod top section

A. Rod bottom section

Fully Submersible sensor

Illustrations are installation suggestions only. Please contact your Turtle Tough representative for a quote.

®

Installation Hardware 
Fully Submersible
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Cable Protection 
Order code: CPN 

This back-end sealing option provides 
complete cable isolation from the liquid 
process and protects the cable from 
damage and process ingress.

Features: 
•	 Complete isolation of back-end and 

protec tion of c able from corrosion 
and chemic al att ack

•	 Prevents nicks and cuts to signal 
cable 

•	 Excellent choice for immersion
•	 CPN option prevents high temperature 

damage (melting ) to c able
•	 Cost effective waterproofing option

Cable Protection (CPN)
4m of high temperature norprene 
tubing encapsulates the sensor 
c abling for added protection from 
harsh environments or strain relief 
on cable. 
Max temperature 135°C.

Cable Protection Option


